
FILTR GROUP

GC 73 X

 

Cod. 02031300 AN 8422248108461

GNRAL INFORMATION

Product heet according to directive U65/2014 - N61591, N60704-
2-13, N50564

Integration directive U 66/2014

xternal Dimenion

Characteritic

Lighting

Intallation

AN/UPC 8422248108461

ufamil Inert

AC (Annual energ conumption) (kWh/ear) 54

I cla (energ efficienc cla) C

FD (fluid dnamic efficienc) 10,1

FD cla (fluid dnamic efficienc cla) 

L (light efficienc) (lux/W) 29,5

L cla (light efficienc cla) A

GF (greae filtering efficienc) 58,3

GF cla (greae filtering efficienc cla) 

Airflow in normal mode MIN (m3/h) 283,1

Airflow in normal mode MAX (m3/h) 372,2

Acoutic power in normal mode MIN (d) 60

Acoutic power in normal mode MAX (d) 66,4

Po (energ conumption in off mode) (W) 0

ƒ (time increae factor) 1,64

I (nerg fficienc Index) 83,5

QP (maximum efficienc at air flow point) (m3/h) 198,1

PP (maximum efficienc at preure point) (Pa) 160

WP (power conumption at maximum efficienc) (W) 86,9

WL (nominal power lighting tem) (W) 3

MIDDL (Average illuminance on the cooking urface) (lux) 88,4

Width (mm) 730

Depth (mm) 310

Maximum total height (mm) 187

Minimum total height (mm) 187

Diamètre de ortie (mm) 150, 125

Motor quantit 1

Maximum preure (Pa) 226

Filter technolog Aluminium meh

Control technolog Mechanical puh utton

ooter -

Power level 3

Timer -

Filter aturation indicator -

Charcoal filter replacement indicator -

Dimmer function -

Connectivit No

Remote control -

Dipla -

Light model CLD

Ra technolog LD

Minimum ditance to electric plate (mm) 550

Minimum ditance to ga plate (mm) 650

Recirculation option √

Charcoal filter -

ack draught hutter Included

Inner hield -



lectric connection

Acceorie

Nominal voltage (V) 220-240

Nominal frequenc (Hz) 50

Nominal input power (W) 123

lectric hock protection Cla I

Activated charcoal filter 02859500

Noiele flexile duct 02893002


